NOTES:
1. The temperature and pressure relief valve shall not exceed the pressure rating of the components in the system.
2. This is a standard pipe installation drawing. Consult local codes and authorities for additional necessities.
3. Verify all pipe diameters are sized correctly to handle the flow volume at maximum water velocity.

WARNING: Insulate or guard any hot water surfaces. Failure to insulate or guard steam and hot water surfaces can cause serious burns.
NOTES:
1. The temperature and pressure relief valve shall not exceed the pressure rating of the components in the system.
2. This is a standard pipe installation drawing. Consult local codes and authorities for additional necessities.
3. Verify all pipe diameters are sized correctly to handle the flow volume at maximum water velocity.

WARNING: Insulate or guard any hot water surfaces. Failure to insulate or guard steam and hot water surfaces can cause serious burns.

LEGEND
- BALL VALVE
- CIRCULATING PUMP
- CHECK VALVE
- MIXING VALVE

REV.  DESCRIPTION  DATE  APPROVED

The Electric Heater Company
Stratford, CT 06615
(203) 378-2659

REV. DESCRIPTION DATE APPROVED

MODEL GSE: MULTI-UNIT INSTALLATION DRAWING
NOTES:
1. The temperature and pressure relief valve shall not exceed the pressure rating of the components in the system.
2. This is a standard pipe installation drawing. Consult local codes and authorities for additional necessities.
3. Verify all pipe diameters are sized correctly to handle the flow volume at maximum water velocity.

WARNING: Insulate or guard any hot water surfaces. Failure to insulate or guard steam and hot water surfaces can cause serious burns.

REV. DESCRIPTION DATE APPROVED

REVIsIONS

NAME DATE

The Electric Heater Company
Stratford, CT 06615
(203) 378-2659

Customer:
Description:

DIMENSIONS ARE IN INCHES TOLERANCES (UNLESS OTHERWISE SPECIFIED):
FRACTIONAL ± ¼ ANGULAR: MACH ±½° BEND ±1° TWO PLACE DECIMAL ±0.01 THREE PLACE DECIMAL ±0.005